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High frequency compatible probe pin
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Suitable Probe pin for high frequency measurement. Developed to measure the device
which corresponds to future smallness, superior performance, with 1.8~3.0mm usable

length at 2.0~3.4mm full length.
We provide Probe pin which applied to the 0.4~0.8mm pitch.
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Materials and Finishes

Barrel : phosphor bronze + gold plated

Plunger : Full-hard beryllium copper or SK4 + gold plated over nickel
Spring : Music wire or SUS wire + gold plated
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Please contact us for other probe tips.
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NO Part number Pitch (mm) Barrl dia (mm) L (mm) Full Travel Tip style Spring force (N)
@ PS—CQ20—05P14 0.5~ 0.35 2.0 0.2mm st 4 Point Crown 14gf
@ PS—CQ24—04P15 0.4~ 0.32 2.4 0.3mm st 4 Point Crown 15gf
PW—CQ30—05P22 0.5~ 0.35 3.0 0.5mm st 4 Point Crown 22gf

® PW—CQ30—05P30 0.5~ 0.35 3.0 0.5mm st 4 Point Crown 30gf
) PS—TQ32—05P22 0.5~ 0.35 3.2 0.4mm st 4 Point Crown 22gf
®) PS—CQ32—05P22 0.5~ 0.35 3.2 0.4mm st 4 Point Crown 22gf
@ PS—CQ35—04P20 0.4~ 0.32 3.5 0.5mm st 4 Point Crown 20gf
@) PW—TQ57—05P20 0.5~ 0.36 5.7 0.6mm st 4 Point Crown 20gf
PS—CQ57—05P27 1 0.5~ 0.36 & 0.6mm st 4 Point Crown 27gf
© PW—CP61—04P23 31 0.4~ 0.28 6.1 0.6mm st 4 Point Crown 23gf
PS—TC62—04P30 0.4~ 0.28 6.2 0.6mm st 4 Point Crown 30gf
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